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Flange lugs are made to be installed on the rear sides of 
ANSI Class 125 B16.1 and Class 150 B16.5 flanges to facili-
tate the spanning of tie rods across an unrestrained piping 
component. CCI flange lugs are also utilized with rubber ex-
pansion joints preventing uncontrolled expansion. When 
employing threaded ductile iron flanges, it is essential to 
verify the clearance between the inner radius of the flange 
lug and the outer diameter of the flange hub.  A minimum 
of two flange lugs are necessary for each joint. It is import-
ant to use longer flange bolts at the flange lug to accom-
modate the thickness of the plate. Each assembly consists 
of two flange lugs, a tie rod, two flat washers, and four hex 
nuts (tie rod, flat washers and hex nuts are not included).  
Also referred to in the industry as gusset/thrust plates or har-
ness lugs, CCI’s flange lugs offer the quality manufacturing to 
which you’ve grown accustomed.

Pipe Supports  
Flange, Saddle, Cradle, ArmorCote™

CCI Pipe Supports are designed for horizontal pipelines allowing for vertical adjustment to adequately support 
the pipe from the base structure.  The base stand options will accommodate the users grade requirements.  
The variety of head styles provide versatility for various project support needs.  In addition, CCI Pipe Supports 
are available in several corrosion resistant finishes. 

DIMENSIONS

SIZE LUG THICKNESS LUGS PER FLANGE CONTROL ROD DIAMETER
2" 1/2" 2 per side 5/8"

2 1/2" 1/2" 2 per side 5/8"
3" 1/2" 2 per side 5/8"
4" 1/2" 2 per side 5/8"
6" 1/2" 2 per side 3/4"
8" 1/2" 2 per side 3/4"

10" 3/4" 3 per side 7/8"
12" 3/4" 3 per side 7/8"
14" 3/4" 3 per side 1"
16" 3/4" 4 per side 1"
18" 3/4" 4 per side 1"
20" 1" 4 per side 1 1/8"
24" 1" 4 per side 1 1/8"

RECOMMENDED

Available finishes include:
Stainless Steel, Zinc, Hot-Dipped Galvanized


